
Verpackungstechnik

Drei-Laschen-Schließer DLS-Serie



D L S - I I I - k - t h r e e - f l a p  c l o s e r  
 

Application: 

In – line High Speed closing of Single or Three 
flap top load cartons using a compact 
footprint, cantilevered balcony style closing 
machine. 

 
Functional sequence:  

Filled boxes arrive either continuously or 
randomly and are automatically timed into the 
machine using servo driven infeed devices. 
After application of adhesive, the top and 
front flaps are ploughed down using a series of 
fixed guides. 

After the carton is turned through 90º using an 
adjustable turning device, the side flaps are 
applied with adhesive and ploughed closed. 
Optional coding and labelling machines can be 
integrated. 

Balcony construction design:  
All drives and electronic control components are installed inside a watertight, closed cabinet. 
Modular servo drives with adjustable continuous speed regulation.  
 
Special Features: 
• Electronically synchronized servo systems 
• Touch screen control panel with format 

memory 
• Visualization of operation mode 

• Light barrier style guards 

• Quick repeatable operator size changeovers 
using a series of hand wheels and digital 
counters 

• Hygienic balcony style construction, 3 shift 
engineered. 

Technical data: 
Operation mode:                               continuous 
Speed:                                                 < 200 cycles / min. 
Closing method:                                 Hot melt glue  
S range:  A  B           H 
 min.  80  80  20 
 max. 300 300 100 
 other formats on request 
Weight of basic machine:                  1200 kg 
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* depending on cardboard box format or product Subject to technical alterations
 
 

L: 4.300 mm 
W: 1.350 mm 
H: 1.600 mm 
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