
Verpackungstechnik

Horizontal-Vertikal Kartonierer HVK



Diagonal cartoner HVK-I-i 
 

Applications: 

Unique style of intermittent semi-vertical end load cartoning 
machine designed for automatic erecting, loading and closing 
of a variety of end load carton types 

 
Functional sequence: 
Cartons are extracted from the magazine by a 
pick off head, and placed into the 
intermittently moving carton transport chain. 
Products, are fed into the cartons either 
manually down the 45º loading chute, or  

 automatically using a variety of optional loading 
systems. Ancillary loading devices are available 
for the automatic feeding of items such as 
spoons, information leaflets/booklets, together 
with fully integrated coding devices. 

Design and features: 

Machine design and features achieve the latest state of technology regarding: 
• Performance 
• Function 
• Availability 

• Size changeovers 
• Maintenance 
• Industrial safety 

 

Optional extras: 

• Wide range of product collating and automatic loading devices  

• Integrated De-boss style coders 

Technical data: 

Mode: intermittent 
Speed*: max. 50 cycles/min. 
Closing techniques: hot melt glue tuck-in 
Size range:  A  B           H 
  min.  70  30 130 
  max. 300 120 350 
 other formats on request 
Carton magazine: approx. 600 mm 
Weight of  standard machine: approx. 850 kg 

 

 
* depending on cardboard box format or product                      Subject to technical modifications 

 

 

     min      max 

L: 2.800 mm   4.500 mm
W: 1.200 mm   1.600 mm
H: 1.600 mm   1.800 mm
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